d.light N1350 Sine

Wave Smart-UPS

Mode| Name ' N1350

System Hating E S0 12 WA
Operating DC Voltage v
Karninal Qutput Valtage in Inverter Maode P 220N = TV Vac
Max Battery charging current by grid in Hi / Lo option | 15/12 Amp

Grid Lowr Cut Voltage (UPS boad/Narmal load) 1807100 £ 10Vac

Frivt Panel Dedails [hiree Sealches and Eight LEL Bghts

I

Grid High Cot Yoltage (L5 lad/Narmal load) ' D65/280 + 10 Yac

Selection of UFS Load Hormal Load E Through Switch

Moise @ 1 meter E <50d8

Protections ! Orverload, Battery Deep Discharge, Battery Cvercharge, O/F Short Circuit, Battery Hi,
: Orver Temp, Fuse Trip, Battery Reverse

LED Display Parameters E 5 LEDs [Main ON, UPS 0N, Battery Low, Charging and 5/C-0/1)

Operating Temperature Range i 0-50°C

Storage Temperature Range E 0-65°C

Rear Panel Details (MCE, Terminal e1c.) OvP Socket, Fuse, Circuit Breakes, Mains & Battery Cable and Fan

Enclosure Protection : I# 20

Maina Connection I 3 Cove Lopper Cable Stoe 0075 sgmm & 1.5mir Length

Dutput Output Socket 64

Fuse in Battery Path i Intermal Fuse E— Gross Weight 1E 10.5Kg (+0.2 Kq)

Inpist Protection ; Through Crcuit Breaker ; Product Dimension | 3656345185 rum (+10emm)
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